
 

     

Polyester Films for  
HP Indigo Digital Presses 

 

 

 

 

Description:  

Clear 100 micron polyester film with matte coating, optimized for printing by HP Indigo© 

digital presses on reverse, available in roll and tip-backed sheet form. 
 

Item number: K10010  

 

 

 

Product Specifications: 
 

 

Color Item 
no. 

Appearance Film   
Thickness 

Area 
Yield  

Tensile 
Strength 

Elongation 
at break 

Shrinkage 

MD TD MD TD MD TD 

Clear K10010 
Matte 
translucent 

110 6.78 19 22 150 100 1.5 1 

 
Units 
 

-- -- µm  m2/kg Kgf/mm2 % % 

Test 

Method 

 

-- 

 

-- 

Thwing-

Albert 
thickness 
tester 

 

-- 

ASTM 

D 882 

ASTM 

D 882 

After 5 

minutes at 

1900C 

 
 

The maximum working temperature is 1500C  
These products are for interior use only 

 
Subject to testing and sales conditions outlined in main data sheet 

 

 

 

 

 

 
Kibbutz Hanita 22885 Israel l Tel: +972-4-9859919 l Fax: +972-4-9859920 l hanita@hanitacoatings.com 

www.hanitacoatings.com 
 

 

 

 

 

 
Ed-B, DS No. 2023/6, Page 1 of 1, February 2004 


