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DPXM115 

Longlife Pro Matt WO 

Longlife Pro Matt WO provides brilliant, vibrant images onto tear free, white 

polyester film, which does not require lamination. 

This attractive matt white film is ideal for long life, archival applications and as a 

universal color toner film. 

It has the same printable coating on both sides and is available in a variety of 

different thicknesses, to produce durable manuals, outdoor signs, Point of Sale, Pont 

of Purchase, charts, maps, signage, menu cards etc. 

Technical data 

Characteristic 

� True colors, printable both sides 

� Excellent light resistance 

� Fiber free 

� Suitable for Color Copier 

� Suitable for Color Laser Printer 

� Also suitable for machines with high fixing temperature 

� Excellent runnability 

� Excellent toner bonding 

� Heat resistant 

� Highly universal 

� Can be die-cut/punched (after printing) 

� Tear resistant 

� Splash resistant 
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Finish 

• White matt 

Specifications 

Coating printside Laser & Copier color 

Printside Printable both sides 

Nominal Thickness (mil) 3.54 

Nominal Thickness (mm) 0.115 

Base material Polyester film 

Packing quantity 100 

 

Compatibility 

• For use on most Mono & Colour Laser Printers. 

Handling 

• Please follow the handling instructions supplied with this product as well as 

the Copier/Printer manufacturers manual. 

• Avoid moisture and fingerprints. 

Storage 

• Shelf life 1 year after delivery (under above storage conditions) 

• Store in a cool and dry place at a room temperature of 15 - 25°C and at a 

humidity of 30 - 60%. 


